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Head Office Address
29 EKim Mah. Karakaya Sok. No:23 Torbali / izmir / Turkiye ‘
Phone +90 (232) 853 96 23 « +90 (232) 853 96 24 « +90 (232) 853 96 25

Fax +90 (232) 853 96 26
Email info@planmakina.com.tr
Web www.planmakina.com.tr
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Descriptions :
PAM Semi-Automatic Baler provides a handful of advantages among the other baling
machine manufacturers. For different capacity purpose PAM semi auto baler has comes with
vertical door and horizontal door.
B

« Innovative Hydraulic power unit MRS
» Innovative power saving technologies. p—
» Hardox replicable floor SR
» Latest technology electrical control panel with B

dial up technology from far away Z 3 7]
Models

CD60SA (Vertical Door) CD60SA (HorizontalDoor)

Motor Power KW 1x18.5 (1 x22 kW) 1x18.5 (1 x22 kW)

Preesing Force Ton 45 Tons 55 Tons

Bale Size Mm 1100 x 750 x Adjustable mm 1100 x 750 x Adjustable mm

Cycle Time Sec 32 32

Front Door Type Vertical Open Front Door Horizontal Open Front Door

Feeding Hopper Mm 1450 x 1020 mm 1450 x 1020 mm

Dimention

Bale Weight Kg 350 ~ 450 kg 350 ~ 450 kg

Number of Wire Tie Nr 4 4

Qil Tank Capacity Lt 1000 lt 1000 lt
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